
 
 
 
 

Certificate of Conformity 
Certificate: 9130 1, 2, and 3 S Master Contract:  671314 

Project: 9130                              Date Issued: November 26, 2008 

Issued to: EMCO Tech. Co. Ltd.           Certification System Type 3 
520 – 5 Sung Ne Dong                  (ISO / IEC Guide 67) 
Kang Dong Gu. 
Seoul, Korea 

The products listed below are eligible to bear the LabTest Certification 
Mark with adjacent indicators 'C' and 'US', and the subject area as 

shown below.     
        

       Issued by:   

                 Safety Testing Manager 

 

       Authorized by:  

                  Certification Manager 
       

PRODUCTS 
 

 Ion Water Generator Model JP 101 
o Rated: 120VAC, 60Hz, 0.3A 

 Ion Water Generator Models JP 103 and JP 104 
o Rated: 120VAC, 60Hz, 0.3A 

 Ion Water Generator Models  JS 108, JS 109, JS 205, and Delphi 
o Rated: 120VAC, 60Hz, 0.5A 

 
APPLICABLE REQUIREMENTS & SUBJECT AREA 
 

 CSA C22.2 No. 68 – 92 (R 2004) 
 UL 979 (Edition 1):2005 

 
CONDITIONS OF ACCEPTABILITY  
 

 indoor use only 
 
 

The 'C' and 'US' indicators adjacent to the LabTest Certification Mark shall signify that the product has been evaluated by an accredited laboratory to the 
applicable CSA and UL Standards respectively. The subject area shall be displayed with the LabTest Certification Mark to identify the Standard Number, 
and Revision Level. 


